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(57) ABSTRACT

The present invention provides a method of anonymously
reporting minimization of drive test (MDT) measurements.
According to the method, a mobility management entity
(MME) obtains MDT data anonymity configuration which
indicates whether MDT measurements are to be reported
anonymously at a type allocation code (TAC) level; sends a
TAC of a UE to a trace collection entity (TCE) if the MDT
data anonymity configuration indicates MDT measurements
are to be reported anonymously at the TAC level; sends an
international mobile subscriber identification (IMSI) or an
international mobile equipment identity and software version
(IMEISV) of the UE to the TCE if the MDT data anonymity
configuration indicates other information, e.g. Trace, is
adopted for anonymously reporting MDT measurements. The
present invention enables an MME to send different identities
of' a UE to the TCE according to different requirements for
anonymity to implement anonymous reporting of MDT mea-
surements.
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METHOD OF ANONYMOUSLY REPORTING
MINIMIZATION OF DRIVE TEST
MEASUREMENTS

CROSS-REFERENCE TO RELATED
APPLICATION(S)

The present application is a continuation of U.S. patent
application Ser. No. 14/348,861 filed Mar. 31, 2014, which is
related to and claims priority under 35 U.S.C. §365 to Inter-
national Patent Application No. PCT/KR2011/007966 filed
Sep. 28, 2012, entitled “METHOD OF ANONYMOUSLY
REPORTING MINIMIZATION OF DRIVE TEST MEA-
SUREMENTS”. International Patent Application No. PCT/
KR2011/007966 claims priority under 35 U.S.C. §365 and/or
35 U.S.C. §119(a) to Chinese Patent Application No.
201110304850.7 filed Sep. 29, 2011 and Chinese Patent
Application No. 201110379620.7 filed Nov. 10, 2011 and
which are incorporated herein by reference into the present
disclosure as if fully set forth herein.

TECHNICAL FIELD

The present invention relates to wireless communications,
and particularly, to a method of anonymously reporting mini-
mization of drive test (MDT) measurements.

BACKGROUND ART

FIG. 1 is a schematic illustrating a system structure of a
system architecture evolution (SAE). Wherein:

user equipment (UE) 101 is a terminal device for receiving
data. Evolved universal terrestrial radio access network
(E-UTRAN) 102 is a wireless access network which includes
eNodeB/NodeB for providing UEs with interfaces for access-
ing the wireless network. Mobility management entity
(MME) 103 is for managing mobility context, session context
and security information of UEs. Serving gateway (SGW)
104 is mainly for providing user plain functions. MME 103
and SGW 104 may reside in the same physical entity. Packet
data network (PDN) gateway (PGW) is for implementing
functions including accounting, lawful interception and so
on, and may reside in the same physical entity with SGW 104.
Policy and charging rule functions (PCRF) 106 provides
Quality of Service (QoS) policies and charging rules. Serving
GPRS support node (SGSN) 108 is a network node device
providing routing for data transmission in the Universal
Mobile Telecommunications System (UMTS). Home Sub-
scriber Server (HSS) 109 is a home sub system of UEs, is for
maintaining user information including current location, the
address of'the serving node, user security information, packet
data context of a UE.

Minimization of drive tests (MDT) is measurement infor-
mation transmitted in the control plain for reducing workload
of manual tests. MDT measurements include real time mea-
surements and non-real time measurements. Configuration of
the measurements is configured in an access network control-
ling system (E-UTRAN or UTRAN) by a network manage-
ment system, and is sent by the access network controlling
system to the UEs via an RRC message. The UE sends its
MDT measurement results to the E-UTRAN/UTRAN. A
measurement report may include location information and
time information. The E-UTRAN/UTRAN sends the mea-
surement results to an MDT entity in the core network.

MDT can be divided into management-based MDT and
signaling-based MDT according to the manner in which the
MDT is initiated. The management-based MDT refers to an
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2

MDT-activated message received by the E-UTRAN/UTRAN
from a management entity, while the signaling-based MDT
refers to an MDT-activated message received by the E-UT-
RAN/UTRAN from an MME.

FIG. 2 is a schematic illustrating a structure of a manage-
ment-based MDT. In FIG. 2, 201 is an element management
(EM) for sending a trace activation request to network ele-
ment 202. The trace activation request may include MDT
configuration information and a trace reference (FR).

Network element 202 selects a UE for performing MDT,
allocates a trace record session reference (TRSR), and sends
a message which includes MDT configuration information,
the TR and the TRSR to UE 203.

UE 203 performs MDT according to the MDT configura-
tion information, and sends measurement results to the net-
work element via an MDT report when a reporting condition
is satisfied.

The network element sends a message which includes the
TR and the TRSR to the MME. The MME obtains the inter-
national mobile subscriber identification (IMSI) or the inter-
national mobile equipment identity and software version
(IMEISV) of the UE, and sends the IMSI/IMEISV to a trace
collection entity (TCE).

Network element 202 stores an MDT record, and sends the
MDT record, the TR and the TRSR to TCE 204 according to
a pre-defined policy.

The TCE identifies the UE of the MDT record based on
information sent by the MME and information sent by the
network element.

Initiation of the MDT makes use of a conventional Trace
process, and is a special one of Trace functions. Taking the
signaling process in the E-UTRAN as an example, FIG. 3
shows a flowchart of a signaling process of initiating a man-
agement-based MDT according to the prior art. In block 301,
an MME sends an initial context establishing request which
includes a user consent to the eNB in this block if a UE has
established an RRC connection with an eNB in a conven-
tional RRC establishing process before this block is per-
formed; or the MME sends a handover request which includes
a user consent to the eNB in this block if the UE has been
handed over from a serving eNB to a target eNB before this
block is performed. Subsequent handover process is the same
with the conventional handover process, and will not be
described further herein. The user consent indicates whether
the UE is available for performing the MDT. The user consent
belongs to subscription information of the UE, is stored in the
HSS and is sent to the MME. After receiving the initial con-
text establishing request or the handover request from the
MME, the eNB stores the user consent if the request includes
the user consent, and takes the user consent into consideration
when selecting a UE for performing MDT. In block 302, the
EM sends a Trace activation request to the eNB. The EM is a
management element, and the Trace activation request may
include MDT configuration information. The MDT configu-
ration information may mainly include: MDT location selec-
tion condition, reporting scheme configuration, TR, the IP
address of the TCE, a work mode and MDT data anonymity
information and so on.

The work mode may be configured to be one of the follow-
ing four modes: Immediate MDT only, Logged MDT only,
Trace only and Immediate MDT and Trace. Wherein:

Immediate MDT only is a real time-type MDT, indicating
the UE should perform MDT in a connection mode. Logged
MDT only is a log-type MDT, indicating the UE obtains
MDT configuration under the connection mode, performs
MDT in the idle mode, and reports MDT measurement results
when returning to the connection mode. Trace only indicates
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only tracing is performed, and is not a type of MDT. Imme-
diate MDT and Trace refers to both real time MDT measure-
ments and trace measurements are to be performed.

The MDT location selection condition defines locations of
UEs which can be selected for performing MDT. The MDT
location selection condition may be configured as a coverage
area of a cell, or a coverage area of a Type Allocation Code
(TAC), or a whole PLMN. UEs within the location range can
be selected as UEs performing the MDT. A TR uniquely
identifies an MDT process. In one MDT process, an eNB may
select multiple users to perform the MDT.

Inblock 303, the eNB firstly selects UEs for performing the
MDT after receiving the Trace activation request. When
selecting UEs, the eNB needs to take the user consent sent by
the MME and the location selection condition in the MDT
configuration information into consideration. If the UE is not
consent to performing MDT or if the UE does not meet the
location selection condition, the UE can not be selected for
performing MDT. After the UE is selected, the eNB allocates
a TRSR to the UE, and sends the MDT configuration infor-
mation to the UE. The configuration information may
include: a location selection condition, a reporting scheme
configuration, the TR, the TRSR, and an identifier of the IP
address of the TCE. In block 304, after receiving the MDT
configuration information, the UE starts MDT functions
according to the MDT configuration.

In block 305, after performing the MDT, the UE sends a
MDT measurement report to the eNB. In block 306, after
receiving the MDT measurement report from the UE, the
eNB obtains the TR, the TRSR, the identifier of the IP address
of the TCE and the measurement results from the measure-
ment report, obtains the IP address of the TCE based on the
identifier ofthe IP address of the TCE, sends a cell traffic trace
message to the MME, wherein the relation which associates
the IP address of the TCE with the identifier of the IP address
is stored in the eNB in advance, the cell traffic trace message
includes the TR, the TRSR, a cell ID, and an S1 AP Id
allocated for the UE by the eNB and the MME, and the IP
address of the TCE. In block 307, after receiving the cell
traffic trace message, the MME obtains context information
of the UE, obtains the IMSI/IMEISV information, and sends
to the TCE a message which includes the IMSI/IMEISV of
the UE, the TR and the TRSR. In block 308, the eNB reports
collected MDT measurements to the TCE.

In block 302, the MDT configuration information in the
Trace activation request sent by the EM to the eNB may
further include MDT data anonymity information. The MDT
data anonymity information may be configured to be two
anonymity levels, i.e., TAC-level anonymity and full ano-
nymity. When TAC-level anonymity is configured, the MME
is required not to send the IMSI/IMEISV to the TCE, but send
the TAC information in the IMEI to the TCE instead. When
full anonymity is configured, the eNB does not send the cell
traffic trace to the MME, and the MME does not send any
identification of the UE to the TCE.

DISCLOSURE OF INVENTION
Technical Problem

In view of the foregoing, the MDT makes use of the Trace
process. As for Trace, when an MME receives a cell traffic
trace, the MME needs to send the IMSI/IMEISV to the TCE.
Atpresent, the cell traffic trace message only includes the TR,
the TRSR, the cell ID, S1 AP Id allocated by the eNB and the
MME for the UE, and the IP address of the TCE. Based on the
above information, the MME can not identify when to send
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the IMSI/IMEISV and when to send the TAC, thus anony-
mous reporting of MDT measurements can not be imple-
mented.

Solution to Problem

The present invention provides a method of anonymously
reporting MDT measurements so that the MME is able to
send different identifications of a UE to the TCE according to
different requirements for anonymity, therefore implements
anonymous report of MDT measurements.

The method of anonymously reporting MDT measure-
ments provided by an embodiment of the present invention
may include:

obtaining, by a mobility management entity (MME), MDT
data anonymity configuration which indicates whether a ano-
nymization level of MDT data is a Type Allocation Code
(TAC) level;

sending a TAC of a user equipment (UE) to a trace collec-
tion entity (TCE) if the MDT data anonymity configuration
indicates the anonymization level of the MDT data is the TAC
level; otherwise, sending an international mobile subscriber
identification (IMSI) or an international mobile equipment
identity and software version (IMEISV) of the UE to the TCE.

Preferably, the MDT data anonymity configuration com-
prises: an anonymity indicator.

Preferably, a function rule of the anonymity indicator com-
prises: at least two of loading the anonymity indicator into a
message for indicating the MDT measurements are to be
reported anonymously at the TAC level to make the MME
send the TAC of the UE to the TCE; loading no anonymity
indicator into the message for indicating MDT measurements
are not to be reported anonymously to make the MME sends
the IMSI or the IMEISV of the UE to the TCE; and loading an
anonymity indicator indicating both identities are required
into the message to make the MME send the TAC and the
IMSI of the UE or the TAC and the IMEISV of the UE to the
TCE.

Preferably, the MDT data anonymity configuration com-
prises: an MDT type.

Preferably, a function rule of the MDT type comprises:

loading an MDT type which value is Immediate MDT only
or Logged MDT only into a message for indicating the MDT
measurements are to be anonymously reported at the TAC
level to make the MME send the TAC of the UE to the TCE;

loading an MDT type which value is Immediate MDT and
Trace into a message; wherein when it is pre-configured that
MDT has priority, the message indicates the MDT measure-
ments are to be anonymously reported at the TAC level, and
the MME sends the TAC of the UE to the TCE; when it is
pre-configured that Trace has priority, the message indicates
the MDT measurements are not reported anonymously, and
the MME sends the IMSI or the IMEISV to the TCE; or the
MME sends the TAC and the IMSI of the UE or the TAC and
the IMEISV of the UE to the TCE;

loading no MDT type into the message for indicating the
MDT measurements are not reported anonymously, and the
MME sends the IMSI or the IMEISV to the TCE.

Preferably, the MDT data anonymity configuration com-
prises: MDT anonymity information and a work mode of the
MDT measurement.

Preferably, a functioning rule of the MDT data anonymity
configuration comprises:

loading MDT anonymity information and a work mode
which is set to be Immediate MDT only or Logged MDT only
into a message for indicating the MDT measurements are to
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be anonymously reported at the TAC level to make the MME
send the TAC of the UE to the TCE;

loading the MDT anonymity information and a work mode
which is set to be Immediate MDT and Trace into a message;
wherein when it is pre-configured that MDT has priority, the
message indicates the MDT measurements are to be anony-
mously reported at the TAC level, and the MME sends the
TAC of the UE to the TCE; when it is pre-configured that
Trace has priority, the message indicates the MDT measure-
ments are not reported anonymously, and the MME sends the
IMSI or the IMEISV to the TCE; or the MME sends the TAC
and the IMSI of the UE or the TAC and the IMEISV ofthe UE
to the TCE;

loading no MDT anonymity information or loading a work
mode which is set to be Trace only into the message for
indicating the MDT measurements are not reported anony-
mously, and the MME sends the IMSI or the IMEISV to the
TCE.

Preferably, a functioning rule of the MDT data anonymity
configuration comprises:

loading MDT anonymity information whose value indi-
cates anonymity and a work mode which is set to be Imme-
diate MDT only or Logged MDT only into a message for
indicating the MDT measurements are to be anonymously
reported at the TAC level to make the MME send the TAC of
the UE to the TCE;

loading MDT anonymity information whose value indi-
cates anonymity and a work mode which is set to be Imme-
diate MDT and Trace into a message; wherein when it is
pre-configured that MDT has priority, the message indicates
the MDT measurements are to be anonymously reported at
the TAC level, and the MME sends the TAC of the UE to the
TCE; when it is pre-configured that Trace has priority, the
message indicates the MDT measurements are not reported
anonymously, and the MME sends the IMSI or the IMEISV to
the TCE; or the MME sends the TAC and the IMSI of the UE
or the TAC and the IMEISV of the UE to the TCE;

loading MDT anonymity information whose value indi-
cates no anonymity or loading a work mode which is set to be
Trace only into the message for indicating the MDT measure-
ments are not reported anonymously, and the MME sends the
IMSI or the IMEISV to the TCE.

Preferably, the MDT data anonymity configuration com-
prises: MDT anonymity information and an MDT type.

Preferably, a functioning rule of the MDT data anonymity
configuration comprises:

loading MDT anonymity information and an MDT type
which is set to be Immediate MDT only or Logged MDT only
into a message for indicating the MDT measurements are to
be anonymously reported at the TAC level to make the MME
send the TAC of the UE to the TCE;

loading the MDT anonymity information and an MDT type
which is set to be Immediate MDT and Trace into a message;
wherein when it is pre-configured that MDT has priority, the
message indicates the MDT measurements are to be anony-
mously reported at the TAC level, and the MME sends the
TAC of the UE to the TCE; when it is pre-configured that
Trace has priority, the message indicates the MDT measure-
ments are not reported anonymously, and the MME sends the
IMSI or the IMEISV to the TCE; or the MME sends the TAC
and the IMSI of the UE or the TAC and the IMEISV ofthe UE
to the TCE;

loading no MDT anonymity information into the message
for indicating the MDT measurements are not reported
anonymously.

Preferably, a functioning rule of the MDT data anonymity
configuration comprises:
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loading MDT anonymity information whose value indi-
cates anonymity and an MDT type which is set to be Imme-
diate MDT only or Logged MDT only into a message for
indicating the MDT measurements are to be anonymously
reported at the TAC level to make the MME send the TAC of
the UE to the TCE;

loading the MDT anonymity information whose value
indicates anonymity and an MDT type which is set to be
Immediate MDT and Trace into a message; wherein when it
is pre-configured that MDT has priority, the message indi-
cates the MDT measurements are to be anonymously
reported at the TAC level, and the MME sends the TAC of'the
UE to the TCE; when it is pre-configured that Trace has
priority, the message indicates the MDT measurements are
not reported anonymously, and the MME sends the IMSI or
the IMEISV to the TCE; or the MME sends the TAC and the
IMSI of the UE or the TAC and the IMEISV of the UE to the
TCE,;

loading MDT anonymity information whose value indi-
cates no anonymity or loading an MDT type which is set to be
Trace only into the message for indicating the MDT measure-
ments are not reported anonymously, and the MME sends the
IMSI or the IMEISV to the TCE.

Preferably, the MDT data anonymity configuration is
obtained from a cell traffic trace message sent by a base
station.

Preferably, the MDT data anonymity configuration is
obtained from a message sent by an element management
(EM), wherein the message further comprises a trace refer-
ence (TR).

Preferably, a functioning rule of the MDT data anonymity
configuration comprises: determining the MDT measure-
ments are to be reported anonymously at the TAC level when
receiving a pre-configured MDT data anonymity indication
message from an EM, the MME sending the TAC of the UE to
the TCE; determining the MDT measurements are no to be
reported anonymously when receiving no MDT data ano-
nymity indication message from the EM, the MME sending
the IMSI or the IMEISV of the UE to the TCE.

Preferably, the MDT data anonymity configuration com-
prises: a TR which is obtained from a message sent by an EM;

the method further comprises: obtaining, by the MME, a
TR range within which anonymity is required from a message
sent by an EM and/or a TR range within which anonymity is
not required, wherein the TR range is defined by the EM;

a functioning rule of the MDT data anonymity configura-
tion comprises: determining the MDT measurements are to
be reported anonymously at the TAC level when the TR is
within a TR range within which anonymity is required, the
MME sending the TAC of the UE to the TCE; determining the
MDT measurements are not to be reported anonymously
when the TR is within a TR range within which anonymity is
not required, the MME sending the IMSI or the IMEISV of
the UE to the TCE.

Preferably, the MDT data anonymity configuration com-
prises: a TR which is obtained from a message sent by an EM;

the method may further comprises: obtaining, by the
MME, a TR range within which anonymity is required, a TR
range within which anonymity is not required and a TR range
within which both two types of identities are to be reported
from a message, wherein the TR ranges are defined by an EM;;

a functioning rule of the MDT data anonymity configura-
tion comprises: determining the MDT measurements are to
be reported anonymously at the TAC level when the TR is
within the TR range within which anonymity is required, the
MME sending the TAC of the UE to the TCE; determining the
MDT measurements are not to be reported anonymously
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when the TR is within a TR range within which anonymity is
not required, the MME sending the IMSI or the IMEISV of
the UE to the TCE; determining the two types of identities are
to be reported when the TR is within the TR range within
which both two types of identities are to be reported, the
MME sending the TAC and the IMSI of the UE or the TAC
and the IMEISV of the UE to the TCE.

Advantageous Effects of Invention

In view of the foregoing technical schemes, according to
the method of anonymously reporting MDT measurements
provided by the present invention, the MME obtains MDT
data anonymity configuration, sends a UE identification to the
TCE according to the MDT data anonymity configuration,
thus the MME is able to send different identifications of the
UE to the TCE according to different requirements for ano-
nymity, and therefore anonymous report of MDT measure-
ments is implemented.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1is a schematic illustrating a system structure of SAE
according to the prior art.

FIG. 2 is a schematic illustrating a structure of a manage-
ment-based MDT according to the prior art.

FIG. 3 is a flowchart illustrating a signaling process of
initiating a management-based MDT according to the prior
art.

FIG. 4 is a flowchart illustrating a signaling process
anonymously reporting MDT measurements according
embodiment one of the present invention.

FIG. 5 is a flowchart illustrating a signaling process
anonymously reporting MDT measurements according
embodiment two of the present invention.

FIG. 6 is a flowchart illustrating a signaling process
anonymously reporting MDT measurements according
embodiment three of the present invention.

FIG. 7 is a flowchart illustrating a signaling process
anonymously reporting MDT measurements according
embodiment four of the present invention.

FIG. 8 is a flowchart illustrating a signaling process
anonymously reporting MDT measurements according
embodiment five of the present invention.

FIG. 9 is a flowchart illustrating a signaling process of
anonymously reporting MDT measurements according to
embodiment six of the present invention.

of

BEST MODE FOR CARRYING OUT THE
INVENTION

The present invention is hereinafter further described in
detail with reference to the accompanying drawings as well as
embodiments so as to make the objective, technical solution
and merits thereof more apparent.

Embodiments of the present invention provide a method of
anonymously reporting MDT measurements. According to
the method, an MME firstly obtains MDT data anonymity
configuration information, and sends an identification ofa UE
to a TCE according to the MDT data anonymity configura-
tions.

The MDT data anonymity configuration information may
be obtained from an eNB or an EM.

The MDT anonymity configuration information is for indi-
cating whether MDT measurements are to be reported anony-
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mously at the TAC level; if the anonymity configuration indi-
cates the MDT measurements are to be reported
anonymously atthe TAC level, the MME sends the TAC ofthe
UE as the identification of the UE to the TCE; otherwise, the
MME sends the IMSI/IMEISV of the UE as the identification
of the UE to the TCE.

Seven examples are hereinafter described to further illus-
trate the present invention.

Example One

Example one illustrates a method of an eNB reporting
anonymity indication information to an MME, and the
method implements anonymously reporting MDT measure-
ments. The process of this example is based on the process
shown in FIG. 3 with modifications to procedures in blocks
306 and 307 of FIG. 3. The new procedures of the blocks 306
and 307 are described in this example, and the other blocks
are the same with correspond ng blocks in FIG. 3 which have
been described in the above background part, thus are not
described further herein. FIG. 4 is a flowchart illustrating a
signaling process of anonymously reporting MDT measure-
ments according to embodiment one of the present invention.
As shown in FIG. 4, the method may include the following
procedures.

Inblock 401, an eNB sends a cell traffic trace message to an
MME. The cell traffic trace message may include an anonym-
ity indicator which is set by the eNB based on a work mode
and MDT data anonymity information in the MDT configu-
ration information sent by the EM in block 302.

The work mode may include: Immediate MDT only,
Logged MDT only, Trace only and Immediate MDT and
Trace. The MDT data anonymity information may be config-
ured to be any of two anonymity levels, i.e., TAC-level ano-
nymity and full anonymity.

Based on the work mode and the MDT data anonymity
information, the eNB may configure the anonymity indicator.
The anonymity indicator may be configured in the following
two manners.

Manner one, whether anonymity is applied to MDT data
can be determined based on whether the cell traffic trace
message includes the anonymity indicator. The cell traffic
trace message includes the anonymity indicator indicates
anonymity is applied to the MDT data, and the MME sends
the TAC to the TCE; the cell traffic trace message does not
include the anonymity indicator indicates anonymity is not
configured, and the MME sends the IMSI/IMEISV to the
TCE. If the MDT data anonymity is full anonymity, the eNB
is not to send the cell traffic trace message to the MME.

Manner two, whether TAC-level anonymity is configured
for MDT data is indicated by different values of the anonym-
ity indicator (anonymity, no anonymity).

After receiving the cell traffic trace message, the MME
determines which identification is to be sent by the TCE based
on the anonymity indicator in the cell traffic trace message. If
anonymity is configured, the MME obtains the TAC from the
IMEIL and sends the TAC to the TCE. If anonymity is not
configured, the MME sends the IMSI/IMEISV to the TCE.
The detailed manner of configuring the anonymity indicator
is as shown in Table 1.

When the work mode is Immediate MDT and Trace, and
the MDT data anonymity is configured to be TAC-level ano-
nymity, the situation is complicated because Trace requires
the MME to send IMSI/IMEISV to the TCE while MDT
requires the MME to send the TAC to the TCE. Therefore the
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eNB needs to make a decision as to whether Trace has priority
or MDT has priority. In order to make the eNB make a sole
decision for the same situations, a judging rule can be pre-
defined for the eNB, e.g. if it is pre-defined that requirements
of Trace should be firstly satisfied, the eNB instructs the
MME to send the IMSI/IMEISV to the TCE via the anonym-
ity indicator; if it is pre-defined that requirements of MDT
should be firstly satisfied, the eNB instructs the MME to send
the TAC to the TCE via the anonymity indicator. The follow-
ing Table 1 takes Trace enjoys the priority as an example, and
the eNB acts as follows.

Corresponding to the Above Method 1:

When the work mode is Immediate MDT only or Logged
MDT only, and the MDT data anonymity is set to be TAC-
level anonymity, the MME needs to send the TAC to the TCE.
In this case, the eNB loads an anonymity indicator into the
cell traffic trace message to be sent to the MME to instruct the
MME to send the TAC to the TCE.

When the MDT data anonymity is set to be full anonymity,
the MME does not have to send any identification of the UE
to the TCE, thus the eNB does not send any cell traffic trace
message to the MME.

For other situations, there is no need to perform anony-
mous report, and the cell traffic trace message sent by the eNB
to the MME does not include any anonymity indicator, so that
the MME sends the IMSI/IMEISV to the TCE.

Corresponding to the Above Method 2:

When the work mode is Immediate MDT only or Logged
MDT only, and the MDT data anonymity is set to be TAC-
level anonymity, the anonymity indicator in the cell traffic
trace message to be sent to the MME by the eNB is set to be
“anonymity”, and the MME needs to send the TAC to the
TCE.

If the MDT data anonymity is full anonymity, the eNB
sends no cell traffic trace message to the MME.

In other situations, the anonymity indicator in the cell
traffic trace message to be sent by the MME by the eNB is set
to be “no anonymity”, and the MME sends the IMSI/IMEISV
to the TCE.
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If it is pre-defined that anonymity requirements of MDT is
firstly satisfied, the eNB acts as the follows.

Corresponding to the Above Method 1:

When the work mode is in connection with MDT, e.g.,
Immediate MDT only or Logged MDT only or Immediate
MDT only and Trace, and the MDT data anonymity is set to
be TAC-level anonymity, the cell traffic trace message to be
sent to the MME by the eNB includes an anonymity indicator,
and the MME needs to send the TAC to the TCE.

When the MDT data anonymity is set to be full anonymity,
the MME does not have to send any identification of the UE
to the TCE, thus the eNB does not send any cell traffic trace
message to the MME.

For other situations, i.e. the work mode is Trace, there is no
need to perform anonymous report, and the cell traffic trace
message sent by the eNB to the MME does not include any
anonymity indicator, so that the MME sends the IMSI/IM-
EISV to the TCE.

Corresponding to the Above Method 2:

When the work mode is in connection with MDT, e.g.,
Immediate MDT only or Logged MDT only or Immediate
MDT only and Trace, and the MDT data anonymity is set to
be TAC-level anonymity, the anonymity indicator in the cell
traffic trace message to be sent to the MME by the eNB is set
to be “anonymity”, and the MME sends the TAC to the TCE.

If the MDT data anonymity is full anonymity, the eNB
sends no cell traffic trace message to the MME.

In other situations, the anonymity indicator in the cell
traffic trace message to be sent by the MME by the eNB is set
to be “no anonymity”, and the MME sends the IMSI/IMEISV
to the TCE.

In block 402, the MME receives the cell traffic trace mes-
sage from the eNB which includes the TR, the TRSR, the IP
address of the TCE and the anonymity indicator. Based on the
different configuration of the anonymity indicator, the MME
may act as follows. For example:

if the eNB sets the anonymity indicator according to the
method 1, after receiving the cell traffic trace message,

if the message includes no anonymity indicator, the MME
sends the IMSI/IMEISV to the TCE;

Table 1
TABLE 1
Method 1 is adopted Method 2 is adopted
by the eNB for by the eNB for
MDT data setting the setting the
Work mode anonymity information anonymity indicator anonymity indicator
Any mode MDT data No anonymity No anonymity
anonymity is set as indicator, the eNB  indicator, the eNB
full anonymity sends no cell traffic  sends no cell traffic
trace message to the trace message to the
MME MME
Any mode No MDT data Cell traffic trace Anonymity indicator
anonymity is set message includes no is set to be “no
anonymity indicator anonymity”
Trace only Since it’s Trace, no Cell traffic trace Anonymity indicator

MDT data message includes no is set to be “no
anonymity is set anonymity indicator anonymity”
Immediate MDT MDT data Cell traffic trace Anonymity indicator
only anonymity is set to message includes an  is set to be
be TAC-level anonymity indicator “anonymity”
anonymity
Logged MDT only  MDT data Cell traffic trace Anonymity indicator
anonymity is set to message includes an  is set to be
be TAC-level anonymity indicator “anonymity”
anonymity
Immediate MDT MDT data Cell traffic trace Anonymity indicator
and Trace anonymity is set to message includes no is set to be “no
be TAC-level anonymity indicator anonymity”

anonymity
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if the message includes an anonymity indicator, the MME
obtains the TAC from the IMEI and sends the TAC to the TCE;

if the eNB sets the anonymity indicator according to the
method 2, after receiving the cell traffic trace message,

if the anonymity indicator is set to be “no anonymity”, the
MME sends the IMSI/IMEISV to the TCE;

if the anonymity indicator is set to be “anonymity”, the
MME obtains the TAC from the IMEI and sends the TAC to
the TCE.

In the above block 401, when the work mode is Immediate
MDT and Trace, and the MDT data anonymity is set to be
TAC-level anonymity, a pre-defined rule is adopted by the
eNB for determine whether to firstly satisfy the anonymity
requirements of Trace or MDT. Supposing both the require-
ments of Trace and MDT need to be satisfied, the eNB may
instructs the MME to send both the TAC and the INSI/IM-
EISV to the TCE via the anonymity indicator. Specifically,
the following method may be adopted.

When the work mode is Immediate MDT only or Logged
MDT only, and the MDT data anonymity is set to be TAC-
level anonymity, the anonymity indicator in the cell traffic
trace message to be sent to the MME by the eNB is set to be
“anonymity”, and the MME needs to send the TAC to the
TCE.

When the work mode is Immediate MDT and Trace, and
the MDT data anonymity is set to be TAC-level anonymity,
the anonymity indicator in the cell traffic trace message to be
sent to the MME by the eNB is set to be “both two types of
identifications are needed”, and the MME sends the TAC and
the IMSI/IMEISV to the TCE.

When the MDT data anonymity is full anonymity, the eNB
sends no cell traffic trace message to the MME.

In other situations, the anonymity indicator in the cell
traffic trace message to be sent by the MME by the eNB is set
to be “no anonymity”, and the MME sends the IMO IMEISV
to the TCE. Or, in other situations, there is no need to perform
anonymous report, and the cell traffic trace message sent by
the eNB to the MME does not include any anonymity indi-
cator, so that the MME sends the IMSI/IMEISV to the TCE.

In block 402, the MME receives the cell traffic trace mes-
sage from the eNB which includes the TR, the TRSR, the IP
address of'the TCE and the anonymity indicator. Based on the
different configuration of the anonymity indicator, the MME
may act as follows.

If the anonymity indicator in the message is set to be
“anonymity”, the MME obtains the TAC from the IMEI and
sends the TAC to the TCE.

If the anonymity indicator in the message is set to be “both
two identifications are needed”, the MME sends the TAC and
the IMSI/IMEISV to the TCE.

If the anonymity indicator in the message is set to be “no
anonymity” or the message includes no anonymity indicator,
the MME sends the IMSI/IMEISV to the TCE.

Example Two

Example two illustrates a method of an eNB reporting an
MDT type to an MME, and the method implements anony-
mously reporting MDT measurements. The process of this
example is based on the process shown in FIG. 3 with modi-
fications to procedures in blocks 306 and 307 of FIG. 3. The
new procedures of the blocks 306 and 307 are described in
this example, and the other blocks are the same with corre-
sponding blocks in FIG. 3 which have been described in the
above background part, thus are not described further herein.
FIG. 5 is aflowchart illustrating a signaling process of anony-
mously reporting MDT measurements according to embodi-
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ment two of the present invention. As shown in FIG. 5, the
method may include the following procedures.

Inblock 501, an eNB sends a cell traffic trace message to an
MME. Three types of the work mode in the MDT configura-
tion information sent by the EM in block 302 are in connec-
tion with MDT, and those types of work mode are referred to
as MDT type. The work mode configured by the EM may be
any of: Immediate MDT only, Logged MDT only, Trace only
and Immediate MDT and Trace. Among the above work
modes, three of them, i.e., the Immediate MDT only, the
Logged MDT only and the Immediate MDT and Trace belong
to MDT type. When the MDT data anonymity is set to be
TAC-level anonymity, the eNB loads the MDT type into the
cell traffic trace message to be sent to the MME. If the MDT
data anonymity is set to be full anonymity, the eNB sends no
cell traffic trace message.

As shown in Table 2, the eNB may act as follows.

When the MDT data anonymity is set to be TAC-level
anonymity, the eNB sends the MDT type to the MME.

When the MDT data anonymity is full anonymity, the eNB
sends no cell traffic trace message to the MME.

TABLE 2

MDT data anonymity The MDT type set by the eNB
Work mode information in this block.
Any type MDT data anonymity is ~ The eNB sends no cell traffic

set as full anonymity trace to the MME.
Any type No MDT data anonymity Cell traffic trace message

is set includes no MDT type.
Trace only. Since it’s Trace, no MDT Cell traffic trace message

data anonymity is set includes no MDT type.
Immediate MDT data anonymity is  Cell traffic trace message
MDT only set to be TAC-level includes an MDT type which

anonymity. is set as “Immediate

MDT only”.

Logged MDT  MDT data anonymity is  Cell traffic trace message
only. set to be TAC-level includes an MDT type which

anonymity is set as “Logged

MDT only”.

Immediate MDT data anonymity is  Cell traffic trace message
MDT and set to be TAC-level includes an MDT type which
Trace. anonymity. is set as “Immediate

MDT and Trace”.

In block 502, the MME receives the cell traffic trace mes-
sage from the eNB which includes the TR, the TRSR, the IP
address of the TCE and the MDT type. The MME may per-
form the following actions based on the MDT type:

if the message includes no MDT type, the MME sends the
IMSI/IMEISV to the TCE;

if the MDT type is set as “Immediate MDT only” or
“Logged MDT only”, the MME obtains the TAC from the
IMEI and sends the TAC to the TCE;

ifthe MDT type is set as “Immediate MDT and Trace”, the
Trace requires the MME to send the IMSI/IMEISV to the
TCE while the MDT requires the MME to send the TAC to the
TCE, thus the MME needs to decide which identification is to
be sent to the TCE. The identification of the UE to be sent by
the MME may be specifically defined. For example, it may be
specified that the MME should send the IMSI/IMEISV to the
TCE, or that the MME should send the TAC to the TCE, or
that both identifications should be sent. Based on the pre-
defined rule, the MME sends the IMSI/IMEISYV, or the TAC,
or the TAC and the IMSI/IMEISYV to the TCE.

Example Three

Example three illustrates a method of an eNB reporting a
work mode or an MDT type and an anonymity indicator to an
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MME, and the method implements anonymously reporting
MDT measurements. The process of this example is based on
the process shown in FIG. 3 with modifications to procedures
in blocks 306 and 307 of FIG. 3. The new procedures of the
blocks 306 and 307 are described in this example, and the
other blocks are the same with corresponding blocks in FIG.
3 which have been described in the above background part,
thus are not described further herein. FIG. 6 is a flowchart
illustrating a signaling process of anonymously reporting
MDT measurements according to embodiment three of the
present invention. As shown in FIG. 6, the method may
include the following procedures.

Inblock 601, an eNB sends a cell traffic trace message to an
MME. The eNB obtains the MDT configuration information
which includes the work mode and the MDT data anonymity
information sent by the EM in block 302. The eNB sends the
work mode and the MDT anonymity information to the MME
in a cell traffic trace message, or sends the MDT type and the
MDT anonymity information to the MME in a cell traffic
trace message.

The MDT type is those work modes in connection with
MDT, i.e., the MDT Immediate MDT only, Logged MDT
only and Immediate MDT and Trace. The MDT anonymity
information is set according to the MDT data anonymity
information set in block 302. When the MDT data anonymity
is set to be TAC-level anonymity, the message in block 601
includes the MDT anonymity information. When the MDT
configuration in block 302 sets no MDT data anonymity
information, the message in block 601 includes no MDT
anonymity information. Alternatively, the MDT anonymity
information in block 601 may be set as “Yes” indicating the
MDT data anonymity is TAC-level anonymity, or “No” indi-
cating no MDT data anonymity is not set in the MDT con-
figuration information.

In block 602, the MME receives the cell traffic trace mes-
sage sent by the eNB which includes the TR, the TRSR, the IP
address of the TCE, the work mode and the MDT anonymity
information, or includes the TR, the TRSR, the IP address of
the TCE, the MDT type and the MDT anonymity information.

When the message includes the TR, the TRSR, the IP
address of the TCE, the work mode and the MDT anonymity
information, according to the work mode and the MDT ano-
nymity information, the MME may act as follows:

if the message includes no MDT anonymity information or
the work mode is “Trace only”, the MME sends the IMSI/
IMEISV to the TCE;

if the work mode is “Immediate MDT only” or “Logged
MDT only” and the message includes the MDT anonymity,
the MME obtains the TAC from the IMEI and sends the TAC
to the TCE;

if the work mode is “Immediate MDT and Trace” and the
message includes the MDT anonymity information, similar to
that in the above examples, it is useful to pre-define which
identification of the UE should be sent by the MME to the
TCE; if requirements of the Trace should be firstly satisfied,
the MME sends the IMSI/IMEISV to the TCE; if the require-
ments of the MDT should be firstly satisfied, the MME sends
the TAC to the TCE; if requirements of both the Trace and
MDT should be satisfied, both types of identifications are to
be sent, and the MME obtains the TAC from the IMEI and
sends the TAC and the IMSI/IMEISV to the TCE.

Or,

if MDT anonymity information in the message is set as
“No” or the work mode is “Trace only”, the MME sends the
IMSI/IMEISV to the TCE;
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if the work mode is “Immediate MDT only” or “Logged
MDT only” and the MDT anonymity in the message is set as
“Yes”, the MME obtains the TAC from the IMEI and sends
the TAC to the TCE;

if the work mode is “Immediate MDT and Trace” and the
MDT anonymity information in the message is set as “Yes”,
similar to that in the above examples, it is useful to pre-define
which identification of the UE should be sent by the MME to
the TCE; if requirements of the Trace should be firstly satis-
fied, the MME sends the IMSI/IMEISV to the TCE; if the
requirements of the MDT should be firstly satisfied, the MME
sends the TAC to the TCE; if requirements of both the Trace
and MDT should be satisfied, both types of identifications are
to be sent, and the MME obtains the TAC from the IMEI and
sends the TAC and the IMSI/IMEISV to the TCE.

Or,

When the message includes the TR, the TRSR, the IP
address of the TCE, the MDT type and the MDT anonymity
information, based on the MDT type and the MDT anonymity
information, the MME may act as follows:

if the message includes no MDT anonymity information,
the MME sends the IMSI/IMEISV to the TCE;

if the MDT type is “Immediate MDT only” or “Logged
MDT only” and the message includes the MDT anonymity,
the MME obtains the TAC from the IMEI and sends the TAC
to the TCE;

if the MDT type is “Immediate MDT and Trace” and the
message includes the MDT anonymity information, similar to
that in the above examples, it is useful to pre-define which
identification of the UE should be sent by the MME to the
TCE; if requirements of the Trace should be firstly satisfied,
the MME sends the IMSI/IMEISV to the TCE; if the require-
ments of the MDT should be firstly satisfied, the MME sends
the TAC to the TCE; if requirements of both the Trace and
MDT should be satisfied, both types of identifications are to
be sent, and the MME obtains the TAC from the IMEI and
sends the TAC and the IMSI/IMEISV to the TCE.

Or,

ifthe MDT anonymity information in the message is set to
be “No”, the MME sends the IMSI/IMEISV to the TCE;

if the MDT type is “Immediate MDT only” or “Logged
MDT only” and the MDT anonymity in the message is set as
“Yes”, the MME obtains the TAC from the IMEI and sends
the TAC to the TCE;

if the MDT type is “Immediate MDT and Trace” and the
MDT anonymity information in the message is set as “Yes”,
similar to that in the above examples, it is useful to pre-define
which identification of the UE should be sent by the MME to
the TCE; if requirements of the Trace should be firstly satis-
fied, the MME sends the IMSI/IMEISV to the TCE; if the
requirements of the MDT should be firstly satisfied, the MME
sends the TAC to the TCE; if requirements of both the Trace
and MDT should be satisfied, both types of identifications are
to be sent, and the MME obtains the TAC from the IMEI and
sends the TAC and the IMSI/IMEISV to the TCE.

Example Four

Example four illustrates a method of an EM reporting an
MDT anonymity indicator to an MME, and the method
implements anonymously reporting MDT measurements.
The process of this example is based on the process shown in
FIG. 3 with modifications to procedures in block 307 of FIG.
3, and adds a new procedure between blocks 302 and 307. The
other blocks are the same with conventional scheme and have
been described in FIG. 3, thus are not described further
herein. FIG. 7 is a flowchart illustrating a signaling process of
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anonymously reporting MDT measurements according to
embodiment four of the present invention. As shown in FIG.
7, the method may include the following procedures.

In block 701, an EM sends an MDT data anonymity indi-
cation message which includes a TR and an anonymity indi-
cator to an MME.

The method of setting the anonymity indicator is the same
with that described in Table 1 and block 401. This procedure
may be performed after the procedure in block 302 of FIG. 3
is performed and before the procedure in block 307 is per-
formed. The EM may adopt two methods for conveying the
data anonymity information.

Method 1 conveys the data anonymity information by
whether or not to send the message. Ifthe MDT data anonym-
ity indication message is sent, it means the MDT data ano-
nymity is TAC-level anonymity, and the MME is to send the
TAC to the TCE. If the MDT data anonymity indication
message is not sent, the MME sends the IMSI/IMEISV to the
TCE. The message may at least include the TR.

Method 2 conveys the data anonymity information via the
anonymity indicator. When the anonymity indicator is set to
be “anonymity”, the MME sends the TAC to the TCE; when
the anonymity indicator is set to be “no anonymity”, the
MME sends the IMSI/IMEISV to the TCE.

In block 702, after receiving an MDT measurement report,
the eNB sends a cell traffic trace message which includes the
TR, the TRSR and the IP address of the TCE to the MME.

In block 703, the MME receives the cell traffic trace mes-
sage from the eNB which includes the TR, the TRSR, and the
1P address ofthe TCE. Based on the MDT data anonymity set
in block 701, the MME may act as follows.

Corresponding to the Above Method 1:

if the MME does not receive the message of block 701, the
MME sends the IMSI/IMEISV to the TCE;

if the MME receives the message of block 701, the MME
obtains the TAC from the IMEI and sends the TAC to the TCE.

Corresponding to the above method 2, when receiving the
MDT data anonymity indicator message sent in block 701,

if the anonymity indicator is set to be “no anonymity”, the
MME sends the IMSI/IMEISV to the TCE;

If the anonymity indicator is set to be “anonymity”, the
MME obtains the TAC from the IMEI and sends the TAC to
the TCE.

Example Five

Example five illustrates a method of an EM reporting an
MDT type to an MME, and the method implements anony-
mously reporting MDT measurements. The process of this
example is based on the process shown in FIG. 3 with modi-
fications to procedures in block 307 of FIG. 3, and adds a new
procedure between blocks 302 and 307. The other blocks are
the same with conventional scheme and have been described
in FIG. 3, thus are not described further herein. FIG. 8 is a
flowchart illustrating a signaling process of anonymously
reporting MDT measurements according to embodiment five
of'the present invention. As shown in FIG. 8, the method may
include the following procedures.

Inblock 801, an EM sends an MDT configuration message
which includes a TR and an MDT type to an MME.

The method of setting the anonymity indicator is the same
with that described in Table 2 of block 501. The EM may
perform the same actions with those described in block 701.
This procedure may be performed after the block 302 in FIG.
3 is performed and before block 307 is performed.
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In block 802, after receiving an MDT measurement report,
the eNB sends a cell traffic trace message which includes the
TR, the TRSR and the IP address of the TCE to the MME.

In block 803, the MME receives the cell traffic trace mes-
sage from the eNB which includes the TR, the TRSR, and the
IP address of the TCE. Based on the MDT type set in block
801, the MME may act as follows:

ifthe MME does not receive the message sent in block 801,
the MME sends the IMSI/IMEISV to the TCE;

if the MDT type in the message sent in block 801 is set as
“Immediate MDT only” or “Logged MDT only”, the MME
obtains the TAC from the IMEI and sends the TAC to the TCE;

if the MDT type in the message sent in block 801 is set to
be “Immediate MDT and Trace”, according to a pre-defined
rule, the MME sends the IMSI/IMEISV to the TCE, or sends
the TAC to the TCE, or sends both identifications, i.e., the
MME obtains the TAC from the IMEI, and sends the TAC and
the IMSI/IMEISYV to the TCE.

Example Six

Example six illustrates a method of an EM reporting an
MDT type and an MDT anonymity indicator to an MME, and
the method implements anonymously reporting MDT mea-
surements. The process of this example is based on the pro-
cess shown in FIG. 3 with modifications to procedures in
block 307 of FIG. 3, and adds a new procedure between
blocks 302 and 307. The other blocks are the same with
conventional scheme and have been described in FIG. 3, thus
are not described further herein. FIG. 9 is a flowchart illus-
trating a signaling process of anonymously reporting MDT
measurements according to embodiment six of the present
invention. As shown in FIG. 9, the method may include the
following procedures.

Inblock 901, an EM sends an MDT configuration message
which includes a TR, an MDT type and an MDT anonymity
indicator to an MME.

The method of setting the MDT type is the same with that
described in block 601. When the MDT data anonymity is set
to be TAC-level anonymity, the message sent in block 901
includes the MDT anonymity indicator. If the MDT data
anonymity is not configured or is configured to be full ano-
nymity, the message sent in block 901 does not include the
MDT anonymity indicator. This procedure may be performed
after the block 302 in FIG. 3 is performed and before block
307 is performed.

In block 902, after receiving an MDT measurement report,
the eNB sends a cell traffic trace message which includes the
TR, the TRSR and the IP address of the TCE to the MME.

In block 903, after receiving the cell traffic trace message
sent by the eNB, based on the MDT type and the MDT
anonymity indicator, the MME may act as follows:

if the message includes no MDT anonymity indicator, the
MME sends the IMSI/IMEISV to the TCE;

if the MDT type is “Immediate MDT only” or “Logged
MDT only” and the message includes the MDT anonymity
indicator, the MME obtains the TAC from the IMEI and sends
the TAC to the TCE;

if the MDT type is “Immediate MDT and Trace” and the
message includes the MDT anonymity indicator, similar to
that in the above examples, it is useful to pre-define which
identification of the UE should be sent by the MME to the
TCE; if requirements of the Trace should be firstly satisfied,
the MME sends the IMSI/IMEISV to the TCE; if the require-
ments of the MDT should be firstly satisfied, the MME sends
the TAC to the TCE; if requirements of both the Trace and
MDT should be satisfied, both types of identifications are to
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be sent, and the MME obtains the TAC from the IMEI and
sends the TAC and the IMSI/IMEISV to the TCE.

Example Seven

Anembodiment of the present invention provides a method
which indicates whether the MME performs anonymous
reporting by defining different TR ranges. Since the TR is
generated by the EM, the EM may configure different TR
ranges. The TR may allocate a TR within one TR range for an
MDT type requiring anonymity, and allocate another TR
within another TR range for a work mode requiring no ano-
nymity. Alternatively, the range of TR may be divided into
three TR ranges, one for a work mode requiring anonymous
reporting, one for a work mode not requiring anonymous
reporting, and one for a work mode requiring reporting both
identifications of the UE. This example takes dividing the TR
into two TR ranges as an example. When the TR is divided
into three or more TR ranges, the procedures can be obtained
by performing simple replacements, and are not described
further herein. Since it is the MME that reports the identifi-
cation of the UE, the EM needs to inform the MME of the
information of the ranges. The method may include the fol-
lowing procedures.

In block 1, an EM divides TR value range into different
ranges including: a TR range requiring anonymity and a TR
range not requiring anonymity, and allocates TR from differ-
ent TR ranges for different work modes for indicating
whether the MME is to perform anonymous reporting. The
EM sends a Trace activation request which includes the TR,
the work mode and MDT data anonymity information to an
eNB.

The EM divides the TR value range into two ranges. A TR
in one of the two ranges indicates anonymity is required, and
this range is referred to as range A; while a TR in the other of
the two ranges indicates anonymity is not required, and this
range is referred to as range B.

If the work mode is Immediate MDT or Logged MDT, the
EM selects a value as the TR to be sent in the Trace activation
request from the TR range requiring anonymity, i.e., range A.

Ifthe work mode is Trace, the EM selects a value as the TR
to be sent in the Trace activation request from the TR range
not requiring anonymity, i.e., range B.

If the work mode is Immediate MDT and Trace, a pre-
defined rule is adopted for the judgment. If it is pre-defined
that requirements of the Trace should be satisfied, the EM
selects a value from the range B as the TR to be sent in the
Trace activation request; if it is pre-defined that requirements
of the MDT should be satisfied, the EM selects a value from
the range A as the TR to be sent in the Trace activation request.

In block 2, the EM informs the MME of the TR ranges.

In this block, the EM may send a message to the MME for
informing the MME of the TR ranges. The message may
include the TR range requiring anonymity, e.g., include a
head TR and a tail TR of the TR range, and TRs within this
range are deemed by the MME to be requiring anonymous
reporting. Or, the message may include the TR range not
requiring anonymity. Or, the TR range requiring anonymity
and the TR range not requiring anonymity are both included
in the message. After receiving the cell traffic trace message
sent by the eNB, based on the TR in the cell traffic trace
message and the TR range received in block 2, the MME
sends the TAC to the TCE if the TR in the cell traffic trace
message is within the TR range requiring anonymity, or sends
the IMSI/IMEISV to the TCE if the TR in the cell traffic trace
message is not within the TR range requiring anonymity.
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Itshould be noted that according to the prior art, if the MDT
data anonymity information is configured to be full anonym-
ity, the eNB does not send the cell traffic trace message to the
MME, and the MME does not send any identification of the
UE to the TCE. And embodiments of the present invention
conform to this rule. Therefore, although in the above
embodiments of the present invention, the eNB all sends a cell
traffic trace message to the MME, but it does not mean the
eNB always sends the message. It merely explains the method
of informing the MME of which identification of the UE is to
be sent to the TCE when the eNB needs to send the cell traffic
trace message.

Inview of the foregoing examples, according to the method
of anonymously reporting MDT measurements provided by
the present invention, the MME obtains MDT data anonymity
configuration, sends a UE identification to the TCE according
to the MDT data anonymity configuration, thus the MME is
able to send different identifications of the UE to the TCE
according to different requirements for anonymity, and there-
fore anonymous report of MDT measurements is imple-
mented.

On the other hand, as not illustrated in any Figs, it will be
understood by those of ordinary skill in the art that each of the
MME, and the TCP may includes a receiver, a controller, and
a transmitter. It will be assumed that the receiver, the control-
ler, and the transmitter included in each of the MME and the
TCE may be implemented as separate units, however it is
possible that the receiver, the controller, and the transmitter
included in each of the MME, and the TCE may be incorpo-
rated into a single unit.

The foregoing are only preferred examples of the present
disclosure and are not for use in limiting the protection scope
thereof. All modifications, equivalent replacements or
improvements in accordance with the spirit and principles of
the present disclosure shall be included in the protection
scope of the present disclosure.

The invention claimed is:

1. A method for anonymously reporting minimization of
drive test (MDT) measurements by a mobility management
entity (MME), the method comprising:

receiving a cell traffic trace message from an evolved node

b (eNB);
identifying information related to anonymization of MDT
data based on the cell traffic trace message;
transmitting a type allocation code (TAC) of a user equip-
ment (UE) to a trace collection entity (TCE) if the infor-
mation related to the anonymization of the MDT data
indicates that the TAC is required; and

transmitting an international mobile subscriber identifica-

tion (IMSI) or an international mobile equipment iden-
tity and software version (IMEISV) of the UE to the
TCE if the information related to the anonymization of
the MDT data indicates that the TAC is not required.

2. The method of claim 1, wherein the cell traffic trace
message includes information indicating a logged MDT.

3. The method of claim 2, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).

4. The method of claim 1, wherein the cell traffic trace
message includes information indicating an immediate MDT.

5. The method of claim 4, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
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the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).

6. A method for anonymously reporting minimization of
drive test (MDT) measurements by an evolved node b (eNB),
the method comprising:

determining whether anonymization of MDT data is based

on a type allocation code (TAC);

generating a cell traffic trace message based on the deter-

mination; and

transmitting the generated cell traffic trace message to a

mobility management entity (MME),

wherein the TAC of a user equipment (UE) is transmitted

by the MME to a trace collection entity (TCE) if the
anonymization of the MDT data is based on the TAC.

7. The method of claim 4, wherein an international mobile
subscriber identification (IMSI) or an international mobile
equipment identity and software version (IMEISV) of the UE
is transmitted by the MME to the TCE if the anonymization of
the MDT data is not based on the TAC.

8. The method of claim 7, wherein:

the cell traffic trace message includes information indicat-

ing a logged MDT or an immediate MDT, and

the cell traffic trace message further includes at least one of

an S1 AP ID allocated for the UE by the eNB, an S1 AP
1D allocated for the UE by the MME, an internet proto-
col (IP) address of the TCE, a trace reference (TR), and
a trace recording session reference (TRSR).

9. The method of claim 6, wherein the cell traffic trace
message includes information indicating a logged MDT or an
immediate MDT.

10. The method of claim 9, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).

11. A mobility management entity (MME) for anony-
mously reporting minimization of drive test (MDT) measure-
ments, the MME comprising:

a transceiver configured to transmit and receive related

messages; and

a controller configured to:

receive, via the transceiver, a cell traffic trace message
from an evolved node b (eNB),

identify information related to anonymization of MDT
data based on the cell traffic trace message,

transmit, via the transceiver, a type allocation code
(TAC) of a user equipment (UE) to a trace collection
entity (TCE) if the information related to the anony-
mization of the MDT data indicates that the TAC is
required, and

transmit, via the transceiver, an international mobile
subscriber identification (IMSI) or an international
mobile equipment identity and software version (IM-
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EISV) of the UE to the TCE if the information related
to the anonymization of the MDT data indicates that
the TAC is not required.

12. The MME of claim 11, wherein the cell traffic trace
message includes information indicating a logged MDT.

13. The MME of claim 12, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).

14. The MME of claim 11, wherein the cell traffic trace
message includes information indicating an immediate MDT.

15. The MME of claim 14, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).

16. An evolved node b (eNB) for anonymously reporting
minimization of drive test (MDT) measurements, the eNB
comprising:

a transceiver configured to transmit related messages; and

a controller configured to:

determine whether anonymization of MDT data is based
on a type allocation code (TAC),

generate a cell traffic trace message based on the deter-
mination, and

transmit, via the transceiver, the generated cell traffic
trace message to a mobility management entity
(MME),

wherein the TAC of a user equipment (UE) is transmitted

by the MME to a trace collection entity (TCE) if the

anonymization of the MDT data is based on the TAC.

17. The eNB of claim 11, wherein an international mobile
subscriber identification (IMSI) or an international mobile
equipment identity and software version IMEISV) of the UE
is transmitted by the MME to the TCE if the anonymization of
the MDT data is not based on the TAC.

18. The eNB of claim 17, wherein:

the cell traffic trace message includes information indicat-

ing a logged MDT or an immediate MDT, and

the cell traffic trace message further includes at least one of

an S1 AP ID allocated for the UE by the eNB, an S1 AP
1D allocated for the UE by the MME, an internet proto-
col (IP) address of the TCE, a trace reference (TR), and
a trace recording session reference (TRSR).

19. The eNB of claim 16, wherein the cell traffic trace
message includes information indicating a logged MDT or an
immediate MDT.

20. The eNB of claim 19, wherein the cell traffic trace
message further includes at least one of an S1 AP ID allocated
for the UE by the eNB, an S1 AP ID allocated for the UE by
the MME, an internet protocol (IP) address of the TCE, a trace
reference (TR), and a trace recording session reference
(TRSR).



